
 
 
 
 
 Table 3.2-10     Future Freeway Roadway V/C Ratios and Peak Hour Levels of Service            

Segment Descriptions   Future Lanes and Capacities Peak Hour V/C Ratio Level of Service (LOS) 
Without Planned 
Improvements 

With Planned 
Improvements 

Without Planned 
Improvements 

With Planned 
Improvements 

RoadName Segment Limit Segment Limit Direction Class Lanes Turn Pockets AM PM AM PM AM PM AM PM 
State Route (SR) 41 Idaho Avenue SR-198 NB Fwy4 2 1 free right 0.30 0.63 0.22 0.39 A C A B 
  Idaho Avenue SR-198 SB Fwy4 2 1 left turn 0.58 0.33 0.35 0.21 C A B A 
  SR-198  Bush Street NB Fwy4 2 None 0.40 0.60 0.37 0.45 B C B B 
  SR-198  Bush Street SB Fwy4 2 None 0.53 0.44 0.47 0.37 B B B B 
  Bush Street Hanford-Armona Road NB Fwy4 2 2 left/1 right 0.20 0.36 0.22 0.41 A B A B 
  Bush Street Hanford Armona Road SB Fwy4 2 2 left/1 right 0.49 0.33 0.47 0.34 B A B B 
State Route (SR) 198 21st Avenue/Marsh Drive SR-41 WB Fwy6 3 1 right off 0.50 0.33 0.49 0.27 B A B A 
  21st Avenue/Marsh Drive SR-41 EB Fwy4 2 1 right off 0.28 0.49 0.28 0.62 A B A C 
  SR-41 19th Avenue WB Fwy6 3 1 off 0.79 0.54 0.58 0.32 D B C A 
  SR-41 19th Avenue  EB Fwy4 2 1 right off 0.42 0.83 0.27 0.61 B D A C 
 19th Avenue Vine Street WB Fwy6 3 1 right off 0.77 0.46 0.57 0.30 D B C A 
 19th Avenue Vine Street EB Fwy4 2 None 0.32 0.75 0.27 0.61 A C A C 
 Vine Street Lemoore Avenue WB Fwy6 3 None 0.83 0.52 0.57 0.30 D B C A 
 Vine Street Lemoore Avenue EB Fwy6 3 1 right off 0.39 0.80 0.23 0.52 B D A B 
 Lemoore Avenue D Street  WB Fwy6 3  0.80 0.50 0.57 0.34 D B C B 
 Lemoore Avenue D Street EB Fwy6 3  0.37 0.77 0.25 0.55 B D A B 

Source: Dowling Associates, 2007.              
 


