16 GA. FLASHING
BETWEEN ROOF COVERINGS

RAFTER SPAN PER SPANTABLE |

2 X RAFTER BACKING
AS NEEDED

3 1/2' THICK CONCRETE

SLAB SLOPING AWAY FROM

HOUSE AND A MINIMUM OF 2"
BELOW WEEP SCREED OR BOTTOM

PLATE.( IF APPLICABLE) \

SIDE VIEW

INSTRUCTIONS

1. FILL INALL INFORMATION BOXES.
2. PROVIDE TWO COPIES OF DRAWINGS
3.CIRCLE THE APPROPRIATE RAFTER SIZES

]
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PATIO RAFTER SPAN TABLE FOR DOUGLAS FIR NO. 2 OR BETTER ( ROOF LIVE LOAD 20 PSF, DEAD LOAD 20PSF
SIZE SPACING PLASTIC OR LATTICE COMPOSITION/ ROLL TILE
12" 9'-10" 9-10" 0
2X4 16" 8'-6" 8'-6" 0
24" 6'-11" 6'-11" 0
12" 14'-4" 14'-4" 12'-4"
2X6 16" 12'-5" 12'-5" 10-8"
24" 10-2" 10-2" 8-8"
12" 18-2" 18'-2" 15-7"
2X8 16" 15-9" 15-9" 13'-6"
24" 12'-10" 12-10" 11-10"
12" 22'-3" 22'-3" 19'-1"
NOTE: 2X10 16" 19-3" 19-3" 16-6"
1. NEW PATIO RAFTERS ATTACHED TO EXISTING HOUSE FACIA 24 158 158 13-6"
SHALL NOT EXCEED 10-0"LONG. FACIA SHALL BE STRUCTURALLY SOUND BEAMS SHALL BE DOUGLAS FIR #2 OR BETTER
AND SHALL NOT BE LONGER THAN 24" MAXIMUM. SIZE SPACING PLASTIC OR LATTICE COMPOSITION/ ROLL TILE
4X4 4' 4' 4' 4'
2. TILE ROOF COVERING IS NOT ALLOWED TOATTACH TO FACIA 4X6 6 6 6 5
WITH OVERHANG LONGER THAN 12" MAXIMUM WITOUT ENGINEERING. 4x8 g g 8 7
4X10 10' 10 10 9
3.COMPOSITION ROOF COVERING LIMITED TO A PITCH OF 2/12. 412 12 12 12 &
2 LAYERS OF 15# FELT IS REQUIRED. 4X14 14' 14' 14' ENGINEERING
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